
Water Pump
Illustrated Index

NOTE: Use new O-rings and new special bolts when
reassembling.

8 x 1.25 mm
22 N-m (2.2 kg-m
16 Ib-ft)

ECT SWITCH
18 N-m (1.8 kg-m,
13 Ib-ft)

ENGINE COOLANT
TEMPERATURE (ECT)
GAUGE SENDING UNIT
9 N-m (0.9 kg-m,
7 Ib-ft)
Apply liquid gasket
to the threads.

BLEED BOLT
10 N-m
(1.0 kg-m, 7 Ib-ft)

8 x 1.25 mm
22 N-m (2.2 kg-m,
16 Ib-ft)

O-RING
Replace.

DRAIN BOLTS
10 N-m (1.0 kg-m, 7 Ib-ft)
Use rubber hoses
when draining.

SPECIAL BOLT
8 x 1.25 mm: 2 BOLTS
22 N-m (2.2 kg-m, 16 Ib-ft)
Replace.

DOWEL PIN

O-RING
Replace.

WATER PUMP
Inspection, page 10-11 DOWEL

PIN
SPECIAL BOLT
6 x 1.0 mm: 7 BOLTS
12 N-m (1.2 kg-m, 9 Ib-ft)
Replace.

WATER PASSAGE

O-RINGS
Replace.

CONNECTING PIPE
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