
Gearshift Mechanism
Overhaul

NOTE:
• Inspect rubber parts for wear and damage when disassembling.
• Check that the new cotter pin is seated firmly.

SELECT LINK
COLLAR

SHIFT LEVER

6 x 1.0 mm BOLTS
10 N-m (1.0 kg-m,
7 Ib-ft) 6 x 1.0 mm

10 N-m (1.0 kg-m, 7 Ib-ft)

COTTER PIN
Replace.

6 x 1.0 mm BOLT
10 N-m (1.0 kg-m, 7 Ib-ft)

SHIFT LEVER
LINKAGE

(Silicone Grease)

10 N-m (1.0 kg-m, 7 Ib-ft)

SHIFT LEVER
BRACKET

8 x 1.25 mm
22 N-m (2.2 kg-m,
16 Ib-ft)

8 x 1.25 mm
22 N-m (2.2 kg-m, 16 Ib-ft)

A: SELF-LOCKING NUT
Replace
6 x 1.0 mm
10 N-m (1.0 kg-m, 7 Ib-ft)

22 N-m (2.2 kg-m, 16 Ib-ft)

SHIFT CABLE

PIVOT
BUSHING

SHIFT LEVER
PIVOT GUIDE

SHIFT LEVER
BALL SEAT

STEEL WASHER
PLASTIC WASHER

SELECT CABLE

SHIFT
LEVER
PIVOTSHIFT

LEVER
BUSHING
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