
Headliner/lnterior Trim
Replacement

To remove the headliner, first remove the:
Sunvisors
Center pillar trim panels
Front pillar trim panels
Seats (see page 20-39('93-'96)
Ceiling light (see section 23)

NOTE:
When installing the headliner, be careful not to fold
or bend it. Also, be careful not to scratch the body.
Check that both sides of the headliner are securely
attached to the trim.

Disassemble in numbered sequence.

NOTE:
When removing the rear trim panels, take care not to
damage the control units and relays.
Take care not to scratch the trim panels.

Clip Locations

CENTER PILLAR
TRIM PANEL

FRONT PILLAR
TRIM PANEL

DOOR TRIM
SIDE SILL
PAD

SIDE SILL
TRIM

REAR SIDE TRIM PANEL

CENTER ARMREST
Replacement, see page
20-49 

OPENER
KNOB

SIDE SILL
TRIM

UNDER-DASH FUSE BOX LID

Installation is the reverse of the removal procedure.

NOTE: If necessary, replace any damaged clips.

RELEASE
HANDLE
Replacement,
see page 20-68

REAR SIDE TRIM PANEL

CLIP
SIDE SILL
PAD

LEFT REAR TRIM PANEL

CLIP

REAR UPPER TRIM PANEL

REAR CENTER
TRIM PANEL

GUIDE PIN

RIGHT REAR TRIM
PANEL

LEFT SUNVISOR
CENTER SUNVISOR

RIGHT SUNVISOR

HEADLINER
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