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— Troubleshooting

NOTE: The numbers in the table show the troubleshooting sequence.
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Security alarm can’t be set G401
L : YEL/BLU, YEL,
{indicator light does not 112 3 4 5 G402 WHT/GRN, GRN
flash). G403 or BLU/GRN
G404
Starting system does not G401
work. G402 BLK/WHT,
112 3 BLK/GRN or
G403 ) vEL
G404
Security alarm Horn WHT/GRN,
can be set, but | alarm 1 2 3 ORN/BLK,
alarm does not YEL/GRN' or
work when the LT GRN/WHT
trunk, hood or | Headlight LT GRN/RED,
either dooris | 4jarm 1 2 BLU/RED" or
unlocked with- RED/YEL
out the key.
: Both 1
alarms
Alarm not canceled when G401 | GRN/YEL',
the door is unlocked with 1 2 G402 | GRN/YEL?,
the key. G403| BLU/RED? or
G404 | BLU/RED?
Alarm not canceled when
the key is inserted in the 1 2 3 YEL
ignition switch.
Alarm not canceled when
the trunk lid is opened with 12 3 | gos1| BRN/WHT or
WHT
the key.
Alarm does not work when
the hood is opened. 1 2 | G301| YEL/GRN?
Alarm does not work when G401
the engine compartment lid 1 2 {G402| BLU
is opened. G403
Alarm does not work when G401
the doors are opened. 1 2 | G402 ggwgtg or
G403
Alarm does not work when G401
the roof is unlatched*'. 112 |G4a02 SEgIGEP or
G403 N

*1: NSX-T (open top)
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