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Lighting System

— Component Location Index

RETRACTABLE HEADLIGHT
CONTROL UNIT
Input Test,

page 23-174
HIGH BEAM INDICATOR LIGHT

(In the gauge assembly)
Gauge Assembly, page 23-121

COMBINATION

LIGHT SWITCH

Test, page 23-177
Replacement, page 23-178

DAYTIME RUNNING LIGHTS
CONTROL UNIT (Canada)
Test, page 23-176

SECURITY CONTROL UNIT
Input Test, page 23-312
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UNDER HOOD FUSE/RELAY BOX LEET HEADLIGHT
UNDER-HOOD RELAY BOX A RETRACTOR CUT RELAY
Test, page 23-190
DIMMER RELAY
Test, page 23-189

RIGHT HEADLIGHT
RETRACTOR CUT RELAY
Test, page 23-190

TAILLKSHT RELAY
Test, page 23-190

HEADLIGHT RELAY
Test, page 23-189

RIGHT HEADLIGHT
RETRACTOR RELAY
Test, page 23-190

RIGHT HEADLIGHT

RETRACTOR MOTOR
Test, page 23-188
Replacement, page
23-186

LEFT HEADLIGHT
RETRACTOR RELAY
Test, page 23-190

LEFT HEADLIGHT
RETRACTOR MOTOR
Test, page 23-188
Replacement, page 23-186

RIGHT DAYTIME RUNNING
LIGHT (Canada)
Replacement, page

23-194

LEFT DAYTIME RUNNING LIGHT (Canada)

HEADLIGHTS Replacement, page 23-194

Ajustment, page 23-192
Replacement, page 23-193
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CAUTION:

# All SRS wiring harnesses are covered with yellow out-
er insulation.

@ Before disconnecting any part of the SRS wire har-
ness, install the short connectors (page 24-10('93-'96)).

® Replace the entire affected SRS harness assembly If
ft has an open circuit or damaged wiring.

1. Remove the knee bolster pad.

KNEE BOLSTER PAD

2. Remove the tilt cover.

TILT COVER

— Headlight/Turn Signal Switch Replacement

3.

4.

Remove the steering column lower cover and upper
cover.

UPPER COVER

LOWER COVER

Disconnect the 16-P connector and 10-P connector.

10-P
CONNECTOR

16P CONNECTOR
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