
Exhaust Pipe and Muffler
Illustrated Index

NOTE: Use new gaskets and self-locking nuts.

6 x 1.0 mm
10 N·m (1.0 kg-m,
7 Ib-ft)

GASKET
Replace.

REAR THREE WAY
CATALYTIC
CONVERTER

6 x 1.0 mm
10 N·m (1.0 kg-m,
7 Ib-ft)

GASKET
Replace.

TO REAR EXHAUST
MANIFOLD

GASKET
Replace.

EXHAUST PIPE
REAR

TO FRONT EXHAUST
MANIFOLD

GASKET
Replace.

SELF-LOCKING NUT
10 x 1.25 mm
55 N·m (5.5 kg-m, 40 Ib-ft)
Replace.

: CORROSION RESISTANT BOLT

FRONT
EXHAUST PIPE

MUFFLER

SELF-LOCKING NUT
10 x 1.5 mm
34 N·m (3.4 kg-m, 25 Ib-ft)
Replace.

6 x 1.0 mm
10 N·m (1.0 kg-m, 7 Ib-ft)

FRONT THREE WAY CATALYTIC
CONVERTER

GASKET
Replace.

SELF-LOCKING NUT
10 x 1.25 mm
34 N·m (3.4 kg-m,
25 Ib-ft)
Replace.

ENGINE MOUNT
REAR BEAM

BRACKET

RUBBER MOUNT

GASKET
Replace.

SELF-LOCKING NUT
10 x 1.25 mm
34 N·m (3.4 kg-m, 25 Ib-ft)
Replace.

8 x 1.25 mm
22 N·m (2.2 kg-m,
16 Ib-ft)


	Off
	Off


