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Exhaust Pipe and Muffler

lllustrated Index

NOTE: Use new gaskets and self-locking nuts.

6 x 1.0 mm
10 N'-m (1.0 kg-m, MUFFLER
7 lo-ft)

GASKET
Replace.

SELF-LOCKIN
10 x 1.5 mm..

34 N'-m (3.4 kg-m, 25 |
Replace. e

SELF-LOCKING NUT

D 10 x 1.25 mm
( 34 N-m (3.4 kg-m,

L

REAR THREE WAY X casker 25 Ib-iD)

CATALYTIC Replace. Replace.

CONVERTER
6x 1.0 mm FRONT THREE WAY CATALYTIC
10 Nm (1.0 kg-m,/ CONVERTER
7 Ib-ft) :

GASKET 10 N-m (L0 kg-m, 7 Ib-ft)

Replace.
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EXHAUST PIPE

GASKET
Replace.

SELF-LOCKING NUT

%8 x 1.25 mm 10 x 1.25 mm
22 N'-m (2.2 kg-m, 34 N'-m (3.4 kg-m, 25 Ib-ft)
SELF-LOCKING NUT 16 Ib-ft) Replace.
10 x 1.25 mm FRONT
55 N-m (5.5 kg-m, 40 Ib-ft) EXHAUST PIPE
Replace.
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