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Oil Seal
Removal

16. Tighten the mounting bolts in a crisscross pattern
in several steps.

8 x 1.0 mm SPECIAL BOLTS
40 N·m (4.0 kg-m, 29 Ib ft)

1. Remove the differential assembly.

2. Remove the oil seat from the transmission housing.

OIL SEAL
Replace.

DIFFERENTIAL
INSPECTION TOOLS
07MAJ–PR90100

BENCH
VISE

TRANSMISSION HOUSING
112 mm shim adjustment

17. Measure the preset torque (see page 15-4),

Standard: 60-140 N·m (6-14 kg-m.
43-101 Ib-ft)

112 mm SHIM
Standard shim

3. Remove the oil seal from the clutch housing.
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Part Number
41261 —PR8—000
41262—PR8—000
41263—PR8—000
41264—PR8—-000
41265—PR8—000
41266— PR8—000
41267—PR8—000
41268—PR8—000
41269—-PR8—000
41270—PR8—000

Thickness
1.2 mm (0.0472 in)
1.4 mm (0.0551 in)
1.6 mm (0.0630 in)
1.8 mm (0.0709 in)
2.0 mm (0.0787 in)
2.2 mm (0.0866 in)
2.4 mm (0.0945 in)
2.6 mm (0.1024 in)
2.8 mm (0.1102 in)
3.0 mm (0,1181 in)

If the preset torque is more than the standard,
select a thinner 112 mm shim, and recheck the
preset torque.
If the preset torque is less than the standard,
select a thicker 112 mm shim, and recheck the
preset torque.

CLUTCH HOUSING 
OIL SEAL
Replace.
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