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Idle Control System

— Brake Switch Signal

This signals the ECM when the brake pedal is depressed.

Inspection of Brake Switch Signal.

Are the brake lights on without YES Inspect the brake switch (see
depressing the brake pedal? section 19).
NO

Depress the brake pedal.

Inspect the BRAKE LIGHT SW

NO
< Do the brake lights come on? HORN (20 A) fuse in the under-
hood fuse/relay box.

YES

— Repair short in the wire
between the brake switch

NO
R and the BRAKE LIGHT SW
< Is the fuse OK? HORN (20 A) fuse.
YES — Replace the BRAKE LIGHT
SW HORN (20 A) fuse.

— Repair open in the wire
between the brake switch
and the BRAKE LIGHT SW
HORN (20 A) fuse.

— Inspect the brake switch (see

section 19).
Check for an open in the wire:
1. Depress the brake pedal. A(26P)  ECM CONNECTORS F (26P)
2. Measure voltage between
ECM connector terminals F16
and A26 with the brake pedal 112134 6|7/8{9]10;11]12 13] 112 4 6!7]8]|9[10{11]12{13
14]15/16] ~[18[19(20|21[22/23|24|25 26] 14{15/16| |18 21)22| /|24

depressed.
LG1 C BKSW
(BRN/BLK) (GRN/WHT)

WIRE SIDE OF FEMALE TERMINALS

NO Repair open in the wire between
< Is there battery voltage? the ECM (F16) and the brake
switch.
YES

Brake switch signal is OK.
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