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Front Brakes @ABS

Index/Inspection

« Never use an air hose or dry brush to clean brake * Do not spill brake fluid on the car; it may damage
assemblies. the paint; if brake fluid does contact the paint,
e Use an OSHA-approved vacuum cleaner to avoid wash it off immediately with water.
breathing brake dust. « To prevent spills, cover the hose joints with rags
» Contaminated brake discs or pads reduce stopping or shop towels.
ability. « Clean all parts in brake fluid and air dry; blow out
all passages with compressed air.
NOTE: ; « Before reassembling, check that all parts are
« Coat piston, piston seal, and caliper bore with clean free of dust and other foreign particles.
brake fluid. ¢ Replace parts with new ones whenever
» Replace all rubber parts with new ones whenever specified to do so.
disassembled. * Make sure no dirt or other foreign matter is
allowed to contaminate the brake fluid.
¥ : CORROSION RESISTANT BOLT ¢ Do not reuse the drained fluid. Use only clean

DOT 3 or 4 brake fluid.

INNER PAD SHIM B
Check for wear and

damage. INNER PAD SHIM A
Apply Molykote® M77 oo tor wear and

to shim A side of shim.
damage. %12 x 1.26 mm PINS

Apply Molykote® M77 . y ft) Check for bending and damage.
to both sides of shim. 110 Nem {11 kg-m. 80 Ib-ft 9 ¢

BLEED SCREW

9 N'm (0.9 kg-m, 6.5 lb-ft) WEAR INDICATOR "'ﬁ'

Install inner pad with its SILICONE GREASE

wear indicator upward. PIN BOOTS
Replace.

BRAKE PADS
,—ﬁl SILICONE GREASE

Check lining thickness.

/ Check for weakness
and damage.

CALIPER MOUNTING
BOLTS

10 x 1.0 mm

50 N-m (5.0 kg-m,
36 Ib-ft)

CALIPER BRACKET
Check for cracks.

OUTER PAD SHIM
Check for wear and

damage. PAD RETAINERS

Apply M.olykote@' M77 Check for wear and damage.
to pad side of shim.

CALIPER BODY
Check for scoring on

cylinder wall.

SILICONE GREASE
PISTON SEALS
Replace.

PISTON BOOTS
Replace.

— S

SILICONE GREASE

PISTONS
Check for scoring on the surface.
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