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Side Sill

— Description

instructions.

The side sill is critical for the rigidity of the body base and proper door installation. During replacement, refer to the body
dimensional drawings and determine the position to set the side sill properly. Weld securely following the welder manufacturer's

Coupe:
Side sill and Dashboard

Side sill, Dashboard
lower cross member lower
and Front fioor

(2)

L=15 P=60

Side sill, Front floor,
and Rear bulkhead center .
(4-plate welding)
Side sill and
Front floor

— Mass Production Body Welding Diagram

lower cross member lower

Side sill, Front floor
and Front side frame .

Side sill and Rear
bulkhead center
{Cross member)

L=15 P=45

Side sill and
Front floor
{Include 1 point of 3-plate welding)

Side sill (lower and inside
extension) and Rear
side frame

L=15

Side sill and

Side sill fl X
ide sill flange. Front side frame

Side sill and Dash-
board lower cross
member lower

(1) L=50
(1) L=20
Side sill

Side sill and

Rear side frame
3)L=15
(1) L=50

Side sill and Rear
side frame (Outside)

Front side frame
and Side sill end
(2) L=15 P=40
{2) L=25 P=50

VIEW A

NOTE: Side panel removed (see page 4-21).

and Front (9}
side frame L=20 {5}
Rear side frame and
Rear frame lower
Side sill and extension
Rear side frame _
3 L=15
L=15 P=40
¢
Side sill and Front Side sill and
inner lower pillar Rear side frame J
(3) L=10 P=50 2)

Rear side frame and

Rear frame lower extension
Side sill and Rear
frame lower exten-
sion

(cont’d)
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Side Sill

— Mass Production Body Welding —
Diagram (cont'd)

NSX-T (open top):

NOTE:
* The welding diagram of the front area is the same as
the table on page 4-37.

« Side panel removed (see page 4-22).

Center pillar lower
reinforcement and
Center pillar lower Rear side frame
reinforcement, Rear side {Include ®)}
frame and Side sill L=20
bulkhead m
L=30

Center pillar lower
inf t and

Upper reinforcement/ ('II)/

L=30

Center pillar iower reinforcement,
Side sill stiffener/Side sill
bulkhead

{10} L=20

{1) L=30

Side sill bulkhead and
Rear side frame

(2) L=20
(4) L=30

Side sill stiffener

Center Pillar Lower Reinforcement
Removed

Side sill
stiffener
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