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Opener/Latch

— Replacement

NOTE: Take care not to bend the cables.

Rear Hatch Opener/Latch: LATCH SWITCH 7
Be careful not to damage
REAR HATCH the latch switch. Discon-
OPENER CABLE nect the latch switch
Disconnect the rear connector.

hatch opener cable. \ \ .
Replacement, see page 20-67\
MOUNTING BOLTS Vi
% 6x 1.0 mm

9.8 N-m {1.0 kgf-m,

W

HANDLE ROD / ;

< — ._ | REARHATCH /\/ \%‘w\
S~._LATCH / / .

\.

LATCH SWITCH
CONNECTOR

NSX-T (open top): MOUNTING BOLTS

~ ¥* 6 x 1.0 mm
. 9.8 N-m (1.0 kgf-m, 7.2 Ibf-ft)
RELEASE HANDLE ™. GEAR HATCH

Pull out the retainer clip, OPENER CABLE

;her:”remo(;/e the rgleage ‘ Disconnect the rear hatch
andle and rear side trim , opener cable.

panel.

RETAINER

/
FUEL LID
After installing, check for .-ﬁﬂ

/ a flush fit with the body.

REAR SIDE TRIM PANEL
Removal, see page 20-38
N FUEL LID -
Fuel Lid Opener/Latch: OPENER CABLE
MOUNTING BOLTS
Y 6 x 1.0 mm
9.8 N-m (1.0 kgf-m, FUEL LID LATCH
7.2 Ibfft) MOUNTING BOLTS Lower the rear inner
* 6 x’:'o mn; kaf fender and remove the
;i u‘)’f‘_‘ﬁ‘)‘- gfm, fuel lid latch by turning

it 90°.

I

OPENER KNOB

FUEL LID
OPENER CABLE
Replacement, see page 20-67

FUEL LID LATCH FUEL LID
Push and turn the fue! lid
latch to make the fuel lid
fit flush with the body.
OPENER

To remove the opener,

pull out the opener knob and
remove the side sill pad

and trim (see page 20-38).
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Trunk Lid Opener/Latch:

NOTE: Take care not to bend the cable and rod.

TRUNK LID OPENER MOUNTING BOLTS

ACTUATOR %* 6x 1.0 mm

TRUNK LID OPENER -

TRUNK LID OPENER CABLE Replacement,
CABLE see page 20-67 J
Disconnect the
g connector.
1
LOCK CYLINDER
LATCH MOUNTING  MOUNTING BOLT .—ﬁﬂ
BOLTS ¥ 6 x 1.0 mm
%* 6x 1.0 mm 9.8 N-m (1.0 kgf-m,
9.8 N-m (1.0 kgf-m, 7.2 ibf-ft)
7.2 Ibf-t)

REAR PANEL MOUNTING

NUTS v\

TRUNK LID
OPENER CABLE

TRUNK LID LATCH
Remove the latch mounting
bolts and disconnect the lock
rod, opener cable, connector
and clip, then remove the trunk
. lid latch from the hole in the
body panel.
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LOCK ROD
Installation is the reverse

connected properly.
OPENER CABLE

¥: CORR

9.8 N-m (1.0 kgf-m, 7.2 Ibf-ft)

, trunk key switch.

REAR PANEL

. \ NOTE: Make sure the opener cable is routed and

TRUNK KEY SWITCH
Be careful not to damage the

LOCK CYLINDER

Disconnect the connector and
lock rod from the trunk lid latch.
Remove the rear panel and turn
the lock cylinder 45°.

Remove the lock cylinder from

we hole in the body panel.

N

N

LOCK CYLINDER
HARNESS

REAR PANEL
BOLT

of the removal procedure.

OSION RESISTANT BOLT/NUT
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