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Security Alarm System
- Component Location Index

SRS components are located in this area. Review the

SRS component locations, precautions, and procedures ?O?N REL?;ZSl
. . . . est, page 23-

in the SRS section 24 before performing repairs or ser- pag

vice.

UNDER-HOOD RELAY BOX A

RIGHT REAR SIDE
MARKER LIGHT
Replacement, page 23-199

IGNITION
PASSENGER'S DOOR KEY KEY SWITCH
CYLINDER SWITCH IGNITION Test, page 23-328
Test, page 23-269 SWITCH
Replacement, section 20 Test, page 23-72

STEREO RADIO/
CASSETTE PLAYER
Terminals, page

23-242
LEFT HEADLIGHT

Replacement, page 23-195

BATTERY
Test, page 23-68

-

PASSENGER'S DOOR,
LOCK ACTUATOR
ASSEMBLY

Test, page 23-325

SECURITY !
CONTROL UNIT \l
Input Test, R

page 23-322

DIMMER RELAY
Test, page 23-191

SECURITY HORN
Test, page 23-250

UNDER-HOOD TAILLIGHT RELAY >
FUSE/RELAY Test, page 23-192 «

N
BOX N

3
/
5 @
HEADLIGHT / q 13 LEFT FRONT
RETRACTOR RELAYS | / PARKING LIGHT
Test, page 23-192 Replacement,
page 23-197

LEFT (LOW) HORN
Test, page 23-250

RIGHT HEADLIGHT HOOD SWITCH
Replacement, Test, page 23-327
RIGHT FRONT page 23-195 RIGHT (HIGH) HORN
SIDE MARKER LIGHT Test, page 23-250
HEADLIGHT RELAY Replacement, RIGHT FRONT
Test, page 23-191 page 23-197 PARKING LIGHT
Replacement,
page 23-197

23-312
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RETRACTABLE
HEADLIGHT
CONTROL UNIT
LEFT FRONT Input Test,
SIDE MARKER LIGHT page 23-180

Replacement, page 23-197
ROOFLOCK

SWITCH*!
Test, page 23-156

SECURITY INDICATOR
Replacement, page 23-326

DRIVER'S DOOR KEY CYLINDER
SWITCH

Test, page 23-268

Replacement, section 20

DRIVER'S DOOR LOCK
ACTUATOR ASSEMBLY
Test, page 23-325
Replacement, section 20

ENGINE COMPARTMENT LID SWITCH
Test, page 23-327

TRUNK LATCH SWITCH
Test, page 23-325
S TRUNK KEY CYLINDER
SWITCH
> Test, page 23-326

TAILLIGHTS
Replacement, page 23-198

LEFT REAR SIDE
MARKER LIGHT
Replacement, page 23-199

23-313
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