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Under-hood Emissions Control Label

Emission Group ldentification

Example:

VACUUM HOSE ROUTING DIAGRAM

EVAP. CONTROL

CONTROL BOX CANISTER
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EVAP. PURGE CONTROL \ L]
SOLENOID VALVE ==
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l' TO EVAP.

TWO WAY VALVE

EGR VALVE

FRONT OF
/ VEHICLE

VEHICLE EMISSION CONTROL INFORMATION
ENGINE FAMILY-XHNXVO3, OAA1

DISPLACEMENT-3.0L
EVAPQRATIVE FAMILY-XHNXEQ094AAX

CATALYST mygrose

OBD Il CERTIFIED

FUEL PRESSURE
REGULATOR

NO OTHER ADJUSTMENTS NEEDED.

N
VALVE LASH IN 0.17  0.02 mm COLD
EX 0.19  0.02 mm COLD
NGK: PFRGL-11 .

SPARK PLUG TYPE [ND: PK20PR.L1 GAP [ 118 mm

THIS VEHICLE CONFORMS TO U.S. EPA AND
CALIFORNIA REGULATIONS APPLICABLE TO 1999 MODEL YEAR
NEW MOTOR VEHICLES.

30VHGBBG

PRT-A35 HONDA MOTOR CO,, LTD. AZ

50 STATETIER 1:

THIS VEHICLE CONFORMS TO U.S. ERA AND STATE OF
CALIFORNIA REGULATIONS APPLICABLE TO 1999
MODEL YEAR NEW MOTOR VEHICLES.

1-4

Engine and Evaporative Families

Engine Family: X HNX V 03.0 AA1
Model Year T

X: 1999
Manufacturer

HNX: Honda
Type

V: Light Duty Vehicle/Passenger Car
Displacement
Sequence Characters

Evaporative Family: X HNX E 0094 AAX

Model Year
X: 1999

Manufacturer
HNX: Honda

Type
E: EVAP

Canister Work Capacity (grams) —___J

Sequence Characters
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