
Front Sub-frame/Battery, Spare Tire Holder

Sub-frame torque value specifications:

10 x 1.25  mm
59 N-m (6.0 kgf-m,
43 Ibf-ft)

10 x 1.25 mm
59 N-m (6.0 kgf-m,
43 Ibf-ft)

CROSS BEAM

10 x 1.25 mm
38 N-m (3.9 kgf-m,
28 Ibf-ft)

12 x 1.25 mm
93 N-m (9.5 kgf-m, 69 Ibf-ft) 10 x 1.25 mm

59 N-m (6.0 kgf-m,
43 Ibf-ft)

10 x 1.25 mm
59 N-m (6.0 kgf-m,
43 Ibf-ft)

10 x 1.25 mm
38 N-m (3.9 kgf-m,
28 Ibf-ft)

6 x 1.0 mm
9.8 N-m (1.0 kgf-m,
7.2 Ibf-ft)

6 x 1.0 mm
9.8 N-m (1.0 kgf-m,
7.2 Ibf-ft)

SPARE TIRE HOLDER

UNDER COVER SET PLATE

8 x 1.25 mm
22 N-m (2.2 kgf-m,
16 Ibf-ft)

CORROSION RESISTANT BOLT/NUT

RlGHT BEAM
BRACKET

BATTERY HOLDER

LEFT BEAM
BRACKET
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