
Follow the Normal Conditions Maintenance Schedule if the severe driving conditions specified in the Severe Conditions Maintenance Schedule on pages 4-6 and 4-7 do not apply.

8-4*1, 10-2*1

22-88*1

23-109*1

11-138*1

11-129*1

10-5*1

13-3*1

14-105*1

19*1-4, 19-6, 19-7,
19-10, 19-11, 19-17,
19-18, 19-20,19-21

*1: Refer to Service Manual ('97 NSX, P/N 61SL006)
*2: Refer to Service Manual ('98 NSX, P/N 61SL007)
*3: Measured between the rocker arm and camshaft
*4: Do not adjust the gap, replace spark plug if it is out of specification

19-11*1

19-5*1

8-5*1

8-2*2

11-149*1

6-10*1

23-96*1

6-14*1, 10-11*1



17-57

18-14, 18-15,
18-30,18-31

19-4, 19-27
10-2,
13-3,

14-105
19-84

10-2

9-6,9-7

11-130

*1: Refer to Service Manual ('97 NSX, P/N 61SL006)
According to state and federal regulations, failure to perform maintenance on the items marked with an asterisk (*) will not void customer's emission warranties.
However, Honda recommends that all maintenance services be performed at the recommended time or mileage period to ensure long-term reliability.

For 2000 Canada model: Follow the Severe Conditions Maintenance Schedule for 2000 Model on page 4-6 and 4-7.

16-3


	Circuit Index Top: 
	Menu Top: 


