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UNDER-HOOD FUSE/RELAY BOX
DIMMER RELAY (USA)
Test, page 23-45

HEADLIGHT HIGH BEAM RELAY
Test, page 23-45

DAYTIME RUNNING
LIGHTS CONTROL
UNIT (Canada)

Input Test, page 23-40

HEADLIGHT LOW
BEAMRELAY

Test, page 23-45 //-\
S
g

LEFT HID INVERTER UNIT
Replacement, page 23-47

RIGHT HID INVERTER UNIT
Replacement, page 23-47
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DIMMER RELAY (Canada)
Wire colors RED/YEL,
PNK, RED/BLU, RED/BLU,
BLK/GRN

Test, page 23-46
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RIGHT HEADLIGHT . n
Replacement, page 23-47
HID Bulb Removal, ~\,,7
page 23-42 )
Adjustment, page 23-48
HID Troubleshooting,
page 23-44

Bulb Replacement,
page 23-49

|

UNDER-HOOD
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LEFT HEADLIGHT
Replacement, page 23-47

HID Bulb Removal, page 23-42
Adjustment, page 23-48

TAILLIGHT RELAY HID Troubleshooting, Page 23-44
Wire Colors: RED/WHT, Bulb Replacement, page 23-49
RED/WHT, RED/YEL,

RED/BLK

Test, page 23-46
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